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Customer Support: Adkins Pro Audio  

Voice: (330) 436-3260 Fax: (330) 436-3283 Email: support@adkinsproaudio.com  
Service Hours - Mon-Fri 10:00 am - 5:00 pm Eastern Standard Time  

See website for warranty details - www.adkinsproaudio.com 



 

INSTRUCTIONS 
Safety Precaution 

Read all documentations carefully before operating the equipment and retain this manual for future 
reference. Follow all instructions printed on the unit for proper and safe operation. 

Do not open cover (or back cover) to reduce the risk of electric shock or fire. 
There are no user serviceable parts inside, please refer servicing info through authorized Mr 
Dj technicians only. 
 

This symbol is used to alert the operator to the presence of important operating 
instructions and precautions detailed in the documentation manual.  
 
 

This symbol is used to warn operators that uninsulated dangerous voltages are present 
within the products enclosure that may pose a risk of electric shock. 
 

Warning: To avoid fire or risk of electric shock, do not expose this unit to water or moisture. 
 
Notes: 

• Make sure power outlets conform to the power requirements listed on the back of the unit. 
• Main voltage must be correct and the same as that printed voltage on the rear of the unit. 
• Do not use the unit if the electrical cord is frayed or broken. 
• The unit shall be connected to a main socket outlet without a protective ground connection. 
• Mr Dj is not liable for any misuse of any of its products. 

 
 

 

Not In Use 
Allow for sufficient heat dispersion when installed on a rack. 
1) Handle the power cord carefully. 

Hold the plug when unplugging the cord. 
2) Keep the mixer free from moisture, water and dust. 
3) Unplug the power cord when not using the mixer for long periods of time. 
4) Do not obstruct the ventilation holes.  (For racks / mixers with ventilation holes.) 



 

 

Front Panel 
1) MIC MID  

  This knob adjusts the middle tone of the microphone. 
2) MIC TREBLE 

  This knob adjusts the high tone of the microphone. 
3) MIC INPUT JACK 

  Connect your MIC at this location.   
4) KILL FOR TREBLE 

  Press it to kill microphone treble volume, and indicator light. 
5) KILL FOR MID 

  Press it to kill microphone middle volume, and indicator light. 
6)  EQUALIZER 

  Allow you to tailor the mixer output to suit be cut or boost by up to 10dB. 
7)  CHANNEL GAIN 

  This rotary control adjusts the input level. 
8)  CHANNEL CUE 

Use it to monitor the selected audio input source. 
9) CHANNEL INPUT SELECTOR 



 
  Let you to choose the input source to play for each channel. 

10) CHANNEL LEVEOL CONTROL 
  Let you control mixer’s overall channel volume level. 

11) DISPLAY METER 
   Indicate the levels of left and right master channels. 

12) MASTER MONO/STEREO SELECTOR 
   Select mono mode or stereo mode. 

13) MASTER BALANCE CONTROL 
   Let you adjust master balance. 

14) MASTER LEVEL CONTROL 
   Let you control mixer’s overall master volume level. 

15) BOOTH LEVEL CONTROL 
   Let you control mixer’s overall booth volume level. 

18) ECHO ON/OFF 
   Turn echo on or off 

19) ECHO DELAY CONTROL 
   Let you adjust the delay tine for echo. 

20) 12V POWER SUPPLY JACK 
   Allow you to connect 12v power supply via this jack. 

21) POWER SWITCH 
   Use this switch to turn on the unit after all input devices are already connected to prevent damage to your 
equipment. Turn the mixer on before you turn on the amplifier and turn of the amplifiers before you turn off the mixer. 

22) EQUALIZER ON/OFF  
   Press it to turn equalizer on, the indicator light. 

23) MIC BASS 
   This knob adjusts the bass tone of the microphone. 

24) MIC LEVEL CONTROL 
   Let you control the MIC level as they enter the mix. 

25) MIC TALK OVER 
   Voiceover feature, MIC on and MIC off function. The Sound Pressure Level of audio from input sources will be 
decreased while TALK OVER mode is set 

26) MIC CUE 
   Use it to monitor the MIC input source 

27）KILL FOR BASS 
   Press it to kill microphone bass volume, and indicator light. 

28) CHANNEL ASSIGN SELECTOR 
   Let you select the input source to be mixed by the crossfade control. 

29) CROSSFADE 
   Allow you to smoothly switch between the input sources assigned to channel A and channel B. 

30) SOUND EFFECTS 
   Let you create special sound performance mixes from the eight preprogrammed special effects. 

31) SOUND EFFECTS SPEED CONTROL 
   Let you control the pitch of the selected sound effect. 

32) SOUND EFFECTS VOLUME CONTROL 
   Let you control the volume level of the sound effect within the mix. 

33) ECHO LEVEL CONTROL 
  Control the depth of the echo effect. 

34) SOUNCD EFFECTS CUE 



 
   Let you monitor the selected sound effect before mixing it in. 

35) ECHO REPEAT CONTROL 
   Let you control the time period during which the echo is repeated. 

36) HEADPHONE CUE/PGM CONTROL 
   Allow you to listen simultaneously or separately to the CUE material or the active program. 

37) HEADPHONE JACK 
   Accept headphone with 1/4” plug. 

38) HEADPHONE LEVEL CONTROL 
   Let you to control the volume level of headphone. 

39) EFFECT SWITCH (SEND/ RECEIVE) 
   Let you connect a sound effect device, such as reverb, sampler, etc. and either play the signal from it or play 
another input through it. 

40) MP3 RECORDING AND BLUE TOOTH 
a) USB/SD: Connect to USB stick and SD card. 
b) ID3 Display: Display the MP3's information. 
c) Six Buttons from left to right function as follows 

c1) mode select 
       Short press to select the USB /SD and Bluetooth function. Press and Hold to turn on/off the mode. 

c2) Play/pause 
   Each time you press this button, the operation changes from play to Pause or from pause to play. 

c3) folder/recording 
       Short press to open the folder, Press and Hold to use the recording function. 

c4) repeat/delete 
       Short press to select the repeat mode (all, one and random), Press and Hold to delete the recording file. 

c5) |<< PREVIOUS 
        Use this button to re-start the track or to select the previous track. 

c6) >>| NEXT 
       Use this button to select the next track. 
 
 
 
 
 
 
 
 
 
 



 

 

 

Rear Panel 
1) POWER SUPPLY INPUT JACK 

Input voltage from this jack. 
2) VOLTAGE SELECTOR  

Select voltage which you need. 
3) XLR BALANCE OUTPUT JACKS  
   Connect the mixer to a receiver use cables with XLR plugs. 
4) AMP OUTPUT JACKS  

Connect the mixer to a amplifier use cables. 
5) ZONE OUTPUT JACKS 

Connect the mixer to a second receiver or amplifier powering speakers in the DJ booth or in a remote location. 
6) RECORD OUTPUT JACKS 

Connect the mixer to a second receiver or amplifier powering speakers in the DJ booth or in a remote location. 
7) EFFECTS SEND/RECEIVE JACKS 

Permit you to either include externally generated effects (such as a digital sampler) in the mix, or to process the 
mixed sound (echo recerb, ect.)  

8) LINE INPUTS 
Let you connect most high-level audio source, such as CD players, tape deck, tuner or VCR. 

9) INPUT SELECTOR 
Set these swithches based on what is plugged into Phono/ Line input jacks. 

10) MIC JACK 
Microphones with a 1/4” connector can be connected to these input terminals. 

11) GROUND 
Ground Screw for turntables. 

 

 

 

 

 



 

Specifications 
Input Sensitivity/ Impedance 
MIC 1-2…………………………………1.5mV/ 600 Ohms, bal/unbal 
Phono 1-2………………………………3.0mV/ 50K Ohms 
Line 1-8…………………………………150.0 mV/27K Ohms 
Output Level 
Amp……………………………………..2.0V/10K Ohms 
Zone…………………………………….2.0V/10K Ohms 
Record………………………………….150Mv/10K Ohms 
Frequency Response…………………20Hz-20kHz +/-3 dB 
S/N Ratio ( at 1 kHz) 
MIC……………………………………...＞60 dB/ 1.5mV input 
Phono…………………………………...＞60 dB/ 3.0mV input 
Line………………………………………＞65 dB/ 150mV input 
Distortion 
MIC…………………………………….…0.5% 
Phono……………………………………0.5% 
Line………………………………………0.5% 
Equalizer 
Control Frequencies……………………30, 60, 120, 250, 500, 1K, 2K, 4K, 8K, and 16KHz 
Boost/Cut Range……………………….+/- 10 dB from center 
MIC Tone Control 
Treble……………………………………10kHz; +10/- 30dB 
MID………………………………………1kHz; +10/- 30dB 
Bass……………………………………..100kHz; +10/- 30dB 
Talk over Attenuation…………………..-16dB 
Echo Delay Time……………………….50mS-120Ms 
Headphone output power……………..30Mw @32 Ohms 
Power Source………………………….115 VAC, 60Hz/ 230VAC, 50Hz 
Consumed power……………………..20W 
Dimensions (WxDxH)…………………482 x 105 x 240mm (19 x 4.13 x 9.45in) 
Weight………………………………….3.5kg  (7.7lbs) 
 
Design and specifications are subject to change without notice. 
 

 
 
 
 
 
 
  

(330) 436-3260 Fax: (330) 436-3283 
E-mail: support@adkinsproaudio.com 

See website for warranty details  -  www.adkinsproaudio.com 
 
    



 
 
 


