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Left & Right Side: 
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IMPORTANT 
Use of controls or adjustments or performance of procedures other than those specified herein 
may result in hazardous radiation exposure. 

CD Player Function: 

1. OPEN/CLOSE MODE 
Press to load or eject disk. Each press will open or close the disk tray. 
NOTE: Disc holder will not open unless stop or pause button has been pushed first. 

2. CD/USB/SD 
Enter into CD, USB or SD mode by pressing this key. 

3. PGM MODE 
Program up to 20 tracks in STOP mode: 
- Press the STOP button to stop 
- Press the PGM button to program 
- Press TRACK/FOLDER SEARCH button to select track followed by PGM button. 
- Repeat as necessary 
- Press PLAY/PAUSE button to play or pause 

4. IN MODE 
This mode sets the beginning of the loop. 

5. OUT MODE 
This mode sets the ending of the loop. 

6. RELOOP MODE 
This button is used to start the last saved loop. To finish loop, press again. 

7. ‘CD’ INDICATOR WILL ILLUMINATE WHEN SWITCHING TO CD MODE. 
8.  ‘USB’ WILL ILLUMINATE WHEN SWITCHING TO USB MODE 
9. DISPLAY 
10. USB PORT 

Supports USB playing and you may also connect a computer with a USB cable  when in 
USB mode. 

11. PITCH BUTTON 
Allows adjustment to the pitch potentiometer. 

12. PITCH CONTROL 
Use this fader to increase or decrease the speed of the track. 

13. CONT. / SINGLE MODE 
Press this button to switch between the SINGLE and CONTINUOS play mode. The selected 
mode is indicated on the LCD, In SINGLE mode, after each track, the unit stops playing. In 
CONTINUOS mode, the unit plays all tracks and then stops. 

14. TIME MODE 
Select time mode for elapsed time, remaining time or total remaining time. 

15. REPEAT MODE 
Use this mode to repeat track or all tracks. 



16. PITCH BEND + MODE 
The pitch will rise when “+” pressed and return to the original pitch when released. 

17. PITCH BEND - MODE 
The pitch will drop when “-“ pressed and returned to the original pitch when released. 

18. JOG MODE 
Turned ON in search mode. Turned OFF in pitch bend mode. 

19. SCRATCH MODE 
Enables dual wheel in scratch mode. Press again to turn off. 

20. TRACK/FOLDER SEARCH 
Allows you to navigate through folders or tracks in either USB or CD mode. When 
navigating a standard CD turn the rotary to the right to advance the selection or turn the 
rotary to the left to decrease the selection. 

21. JOG & SHUTTLE WHEELS 
Shuttle: Use the dial to select the scanning direction and speed. The disc is scanned in the 
forward direction when the shuttle dial is turned clockwise from the neutral position, in 
the reverse direction when the shuttle dial is turned counter clockwise. The scanning 
speeds up when the shuttle dial is turned faster. 
Jog: In pause mode, if you turn the jog, the point at which the sound is being produced 
moves by a number  of frames corresponding to the number of clicks. Clockwise moves 
the point forward; counterclockwise moves the point backward. In play mode, the jog 
increases or decreases the speed of the song. (Clockwise: increase, counterclockwise: 
decrease). 

22. CUE MODE 
Pressing the CUE button during play provides a return to the position at which play was 
started. 

23. PLAY/PAUSE MODE 
Each time you press the PLAY/PAUSE button, the operation changes from play to pause or 
from pause to play. 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 



Mixing Console Function: 

 

 
 
 

1. INPUT TOGGLE SWITCH 
Selects which source will be live to that channel based on what you have connected to 
the rear panel input section. In CD1-2 position the internal CD units are active. In BT 
position the Bluetooth is active. 

2. LED METER 
Indicates the master output level. 



3. CUE LEVEL CONTROL 
Adjusts Cue volume. 

4. MASTER LEVEL 
Adjusts master level output. 

5. LOW FADER 
Adjusts equalization of low 

6. MID FADER 
Adjusts equalization of high 

7. High Fader 
Adjusts equalization of high 

8. INPUT FADER 
Controls individual source levels for CH 1-2 in the mix. 

9. LED METER 
Indicates the master output level. 

10.  REPLACEABLE CROSSFADER 
Achieves clean segues between the two input channels. Hard left selects channel 1. Hard 
right selects channel 2. With the crossfader  centered, both assigned channels are live. 
Use the crossfader for fast and seamless segues from one selected channel to the other. 

11.  BLUETOOTH MODULE 
Press SYNC button according to the below instructions for different operation: Short press 
1 sec: Turn on Bluetooth and old paired device can be connected to the unit, or the unit 
will search for new Bluetooth activated device for pairing. 
Hold and press 5 sec: Turn on Bluetooth and the unit will enter “Pairing Mode”, new 
device can be connected to the unit. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 



Connections: 

 
1. AC CORD 

Use this cable to connect the AC power cord to the unit. 
2. POWER BUTTON 

Press the power switch to turn the unit on. To switch the POWER off press the POWER 
switch again. 

3. GND 
Grounding lug for the turntable connection. Always use this connection. Always use this 
connection when using turntables (your turntable cable should have a grounding wire). 

4. LINE/PHONO INPUT SWITCH 
Use this to allow either line level or phono level equipment to be plugged into your 
channel inputs when phono input is selected, you rsignal is fed directly to the high-quality 
RIAA phono pre-amplifiers. Line level sources will overload the sensitive phono pre-amps 
and will sound very bad, always be sure to toggle the line/phono switch over to line 
before connection of line sources. 

5. INPUT 
Plug in the line level device such as tape deck or additional CD player here. 

6. STEREO MAIN OUTPUT 
Unbalanced RCA connectors controlled by the master fader. 

7. STEREO MAIN OUTPUT 
Balanced XLR connectors controlled by the master fader. 

Specifications: 
Anti-Shock Buffer Memory:     40 seconds 
Range of adjustments:               +/- 12% 
Power supply:                            115 /230V – 50/60Hz 
Dimensions:                               18.98 x 10.24 x 4.33” 
 
 


